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MODIFICATION NOTICE:

e Steering oil pump has been changed. EC
e Steering column dimension has been changed.
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PRECAUTIONS

Precautions for Supplemental Restraint System
(SRS) “AIR BAG” and “SEAT BELT
PRE-TENSIONER”

The Supplemental Restraint System such as “AIR BAG” and “SEAT BELT PRE-TENSIONER” used along with
a seat belt, helps to reduce the risk or severity of injury to the driver and front passenger in a frontal collision.
The SRS system composition which is available to NISSAN MODEL D22 is as follows (The composition var-
ies according to the destination and optional equipment.):
Driver air bag module (located in the center of the steering wheel), front passenger air bag module (located
on the instrument panel on passenger side), seat belt pre-tensioner, diagnosis sensor unit, warning lamp, wir-
ing harness and spiral cable.
Information necessary to service the system safely is included in the RS sectionlof this Service Manual.
WARNING:
e To avoid rendering the SRS inoperative, which could increase the risk of personal injury or death
in the event of a collision which would result in air bag inflation, all maintenance must be performed
by an authorized NISSAN dealer.
e Improper maintenance, including incorrect removal and installation of the SRS, can lead to per-
sonal injury caused by unintentional activation of the system. For removal of Spiral Cable and Air
Bag Module, see the
e Do not use electrical test equipment on any circuit related to the SRS unless instructed to in this
Service Manual. Spiral Cable and wiring harnesses (except “SEAT BELT PRE-TENSIONER”) cov-
ered with yellow insulation either just before the harness connectors or for the complete harness
are related to the SRS.
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POWER STEERING OIL PUMP

Disassembly and Assembly

SEC. 490
Connector bolt [G] 49 - 69 (5.0 - 7.0, 36 - 51)

[O] 54 - 68 (5.5 - 6.9, 40 - 50)

Copper washer Q ﬂ
Connector [O] 69 - 78 (7.0 - 8.0, 51 - 58) @

Do not disassemble. g Pulley

-
S O-ring Q B0
o
é/Control valve @
Spring @ g
8/ p22)

U

L\

Front housing

Suction pipe

Rear housing

PJ 31 -42 (3.2 - 4.3, 23 - 31): Except for KA24 engine
16 - 20 (1.6 - 2.1, 12 - 15): KA24 engine

[O) : Nem (kg-m, ft-Ib)
*: Except for KA24 engine

O-ring@ﬂ
(=
O-ring (Inner)e)ﬂ
O-ring (Outer)QE PJ14-18(1.4-1.8,10-13)
Cam ring Front side plate
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SERVICE DATA AND SPECIFICATIONS (SDS)

Inspection and Adjustment
STEERING COLUMN

Australia
Unit: mm (in)
Applied model KA24DE Except for KA24DE
Dimension “L” 819.1 - 820.7 863.1 - 864.7
(32.25 - 32.31) (33.98 - 34.04)

Middle East

Unit: mm (in)

Applied model

All

Dimension “L”

863.1 - 864.7 (33.98 - 34.04)

Except for Australia and the Middle East

Unit: mm (in)
RHD
Applied model LHD
KA24DE Except for
KA24DE
Dimension “L” 822.1 - 823.7 866.1 - 867.7 863.1 - 864.7
(32.37 - 32.43) | (34.10 - 34.16) | (33.98 - 34.04)

Non-tilt type

w%g

Tilt type
|
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