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MODIFICATION NOTICE:

TD series engine EG

e TD25 and TD25Ti engines without EGR systems have been added except for Europe. For specifications
other than those described here, refer to theloriginal-Service Manuall for each engine series.
e Service data and specifications (SDS) have been modified on TD25Ti engine. FE
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OUTER COMPONENT PARTS

MODELS WITHOUT EGR SYSTEM

SEC. 135°140°150°185°186°213

[0 13 - 19

(1.3 - 1.9,
9 -14)
%Air intake
D—>
D g»

Intake manifold

[C113 - 19
(1.3 - 1.9, 9 - 14)

G
!@"«. [C] 16 - 21
~.¢ (1.6 - 2.1, 12 - 15) 'y Vacuum pump
6 Qil cooler [UJ 16 - 21
/ (1.6 - 2.1,
\ [0) 29 - 39 12 - 15)
o - 4.0, 22 - 29)
I(ryzcttlon)pump Q0 ,>
-type . Engine
\f' ?ﬁj <l\ slinger
[O]20 - 25 " ' .
(2.0 - 2.5, \ / \ \\ )
14 - 18) A\ ~
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,\'\\) Spill tube \\
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y \ 20 - 25 oo
,\/@ N (2.0 - 2.5, Q 40 - 47)
< /\ /@—% 14 - 18) /
~
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~ (3.1 - 4.2, 22 - 30)
019 - 25 o P .
(1.9 - 2.5 .
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’ Injection pump drive gear
14 - 18) \/ j pump 9

[O)32 - 42 -

(3.3 - 4.3, 24 - 31)

[C16 - 19

(1.6 - 1.9,
Dust cover 12 - 14) Idler pulley
[0 16 - 21
(1.6 - 2.1, 12 7 15) f [C] 59 - 69 (6.0 - 7.0, 43 - 51)
[B16 - 21 [Bl16 - 21 (1.6 - 2.1, 12 - 15) (30 - a1

(16 - 2.1, 12 - 15) (3.1 - 4.2, 22 - 30)

[3] : Nem (kg-m, ft-Ib)
: Apply recommended sealant
(Nissan genuine part: KP610-00250) or equivalent.
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OUTER COMPONENT PARTS

MODELS WITHOUT EGR SYSTEM

@l
SEC. 140+150268+230¢275

(%) VA

[®]3 -6 (03 - 06 26 - 52) m

Heat shield plate
LG

Cl13-19 (1.3 - 1.9, 9 - 14)

EC

0] 13-19 (1.3 - 1.9, 9 - 14)
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CL
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- \ “ +
(2.7 - 3.7, BT O\ : - MT

30 - 41
(3.1 - 4.2,

22 - 30) BS

[O) : Nem (kg-m, ft-Ib)
[@] : Nem (kg-m, in-Ib)

BT

Cylinder HA
head side . B

Air conditioner compressor EL

O] ms: 16 - 21 (1.6 - 2.1, 12 - 15)
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OUTER COMPONENT PARTS

MODELS WITHOUT EGR SYSTEM
SEC. 135¢140+185°186213
[B] 13- 19

(1.3-1.9,9 - 14)

Throttle chamber 63

- ' l\% [O13 - 19
. Intake PE\\ (1.3 - 1.9, 9 - 14)
Stud bypass
\g\ \ valve

. 12 - 15
. ‘ (O] 29 - 34 (12-15,9-11)
! (3.0 - 3.5, 22 - 25)
[U]13-19\\“ @’b\\ %)

2 O 16 - 21
// Vacuum pump (1.6 - 2.1, 12 - 15)

Q ,/Engine
:\‘ slinger

S

(3.0 - 4.0, 22 - 29)

Spill tube RN
Injection nozzle
%Z[U] 54 - 64

(5.5 - 6.5, 40 - 47) _

7 P

Injection
pump drive gear

@16 - 19 - 4
(6.0 - 7.0, 43 - 51) (1.6 - 1.9, 12 - 14) (3.1 - 4.2, 22 - 30)
(@16 - 21
(1.6 - 2.1, 12 - 15) (1.6 - 2.1, 12 - 15)

[O] : Nem (kg-m, ft-Ib)
: Apply recommended sealant (Nissan genuine part:
KP610-00250) or equivalent.
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OUTER COMPONENT PARTS

[0 13- 19

(013 - 19

(1.3-1.9,9 - 14)

[C] 26 - 36

(2.7 - 3.7, 20 - 27)

MODELS WITHOUT EGR SYSTEM
SEC. 140°144+150°230275

@] 7.8- 1
(0.8 - 1.1, 69 - 95)

Exhaust manifold cover

(1.3-1.9,9 - 14)\i
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Turbocharger

é:; (Reter to

“TURBOCHARGER”

QZQ% in EM section.)
Exhaust manifold / @
Washer*1

Water pump k Q H 25 . 29

N )
6< : (2.5 - 3.0, 18 - 22)
[C13 - 19 Qil filter bracket
~ !
~¢ QA ,
SN

OANSE Y
Q

[N

(1.3 - 1.9, 9 - 14)

~

[ 16 - 21

(1.6 - 2.1, 12 - 15)

& [0 mio: 30 - 41
Lg\ﬂ?/ (3.1 - 4.2, 22 - SO)L\

o

Alternator adjusting * I> ®
bar & engine slinger &‘>/® [UJ 16 - 21
) 1.6 - 2.1, 12 - 15
Air conditioner 5 N ( )

compressor

[C] ms: 16 - 21

[9] 20 - 41 (1.6 - 2.1, 12 - 15)
(3.1 - 4.2, 22 - 30)

30 - 41

" o
(‘.’ -
"1 (3.1 - 4.2, 22 - SO)W/ iy [O) 30 - 41
Cylinder « - \"’Q@/ (3.1 - 4.2, 22 - 30)
head side - (O : Nem (kg-m, ft-Ib) -

(@] : Nem (kg-m, in-Ib)
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SERVICE DATA AND SPECIFICATIONS (SDS)

Inspection and Adjustment
CYLINDER HEAD

Valve seat
Unit: mm (in)
&
D,
[
i j
|
I
D,
D,
SEM258F
Intake
Outer diameter “D,” 42.550 - 42.560 (1.6752 - 1.6756)
Inner diameter “D,” 35.9 - 36.1 (1.413 - 1.421)
Diameter of seat “Dy” 40.5 (1.594)
Cylinder head valve seat diameter 42.500 - 42.515 (1.6732 - 1.6738)
Valve seat face angle “g” 89° - 90°

EM-6



	Start Page
	Service Manual List
	QUICK REFERENCE INDEX
	GI - General Information
	MA - Maintenance
	EM - Engine Mechanical
	TD25
	OUTER COMPONENT PARTS

	TD25Ti
	OUTER COMPONENT PARTS
	SERVICE DATA AND SPECIFICATIONS (SDS)
	Inspection and Adjustment



	EC - Engine Control System
	CL - Clutch
	MT - Manual Transmission
	TF - Transfer
	PD - Propeller Shaft & Differential Carrier
	FA - Front Axle & Front Suspension
	BR - Brake System
	ST - Steering System
	HA - Heater & Air Conditioner
	EL - Electrical System
	IDX - Alphabetical Index


	3-1: 


