
ELECTRICAL SYSTEM

SECTIONEL
MODIFICATION NOTICE:
Wiring diagrams have been changed.
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Supplemental Restraint System (SRS) “AIR
BAG” and “SEAT BELT PRE-TENSIONER”

The Supplemental Restraint System such as “AIR BAG” and “SEAT BELT PRE-TENSIONER” used along with
a seat belt, helps to reduce the risk or severity of injury to the driver and front passenger in a frontal collision.
The SRS system composition which is available to NISSAN MODEL D22 is as follows (The composition var-
ies according to the destination and optional equipment.):
Driver air bag module (located in the center of the steering wheel), front passenger air bag module (located
on the instrument panel on passenger side), seat belt pre-tensioner, a diagnosis sensor unit, warning lamp,
wiring harness and spiral cable.
Information necessary to service the system safely is included in the RS section of this Service Manual.
WARNING:
I To avoid rendering the SRS inoperative, which could increase the risk of personal injury or death

in the event of a collision which would result in air bag inflation, all maintenance must be performed
by an authorized NISSAN dealer.

I Improper maintenance, including incorrect removal and installation of the SRS, can lead to per-
sonal injury caused by unintentional activation of the system. For removal of Spiral Cable and Air
Bag Module, see the RS section.

I Do not use electrical test equipment on any circuit related to the SRS unless instructed to in this
Service Manual. Spiral Cable and wiring harnesses (except “SEAT BELT PRE-TENSIONER”) cov-
ered with yellow insulation either just before the harness connectors or for the complete harness
are related to the SRS.
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Service Data and Specifications (SDS)

Applied model

General areas

KA24DE TD25

Standard Option

Type 55D23R 95D31R 80D26R
80D26L

Capacity V-AH 12-48 12-64 12-55

BATTERY
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Service Data and Specifications (SDS)
STARTER

Type

M0T60081A S13-327

MITSUBISHI HITACHI

Reduction

Applied model

2WD 4WD 2WD 4WD

KA24DE TD25

Standard

System voltage V 12

No-load

Terminal voltage V 11.0

Current A Less than 90 Less than 160

Revolution rpm More than 2,500 More than 4,000

Minimum diameter of commuta-
tor mm (in)

28.8 (1.134) 35.5 (1.398)

Minimum length of brush mm (in) 7.0 (0.276) 9.0 (0.354)

Brush spring tension N (kg, lb) 11.8 - 23.5 (1.2 - 2.4, 2.6 - 5.3) —

Movement “�” in height of pinion
assembly mm (in)

0.5 - 2.0 (0.020 - 0.079) 0.3 - 1.5 (0.012 - 0.059)

*: Not include the current of the magnet switch circuit
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Schematic

HEL589B

WARNING LAMPS
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Wiring Diagram — WARN —

HEL590B
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HEL591B

WARNING LAMPS
Wiring Diagram — WARN — (Cont’d)
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HEL592B

WARNING LAMPS
Wiring Diagram — WARN — (Cont’d)
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HEL593B

WARNING LAMPS
Wiring Diagram — WARN — (Cont’d)

EL-9

GI

MA

EM

LC

EC

FE

CL

MT

AT

TF

PD

FA

RA

BR

ST

RS

BT

HA

IDX



HEL594B

WARNING LAMPS
Wiring Diagram — WARN — (Cont’d)
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NOTE

WARNING LAMPS
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Engine Compartment

HEL595B
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Passenger Compartment

HEL596B

LOCATION OF ELECTRICAL UNITS
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Main Harness
INSTRUMENT PANEL — LHD MODELS

HEL557B

HARNESS LAYOUT
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HEL597B

HARNESS LAYOUT
Main Harness (Cont’d)
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