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BODY END

Body Rear End

REMOVAL — Rear bumper assembly

@ Remove bolts securing bumper side stay.
@ Extract bumper assembly.

SEC. 850

Bumper side stay

Bolt

[O] 59.8 - 81.3 Nem
(6.1 - 8.2 kg-m,
45 - 59 ft-Ib)

Bumper assembly
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EXTERIOR

Roof Rail
REMOVAL — Roof rail assembly cl
@ Remove nuts of roof rail (front).
@ Remove nuts of roof rail (rear). MA
® Remove roof rail assembly.
Nut
EM
IEl 5.1(0.52, 45.2) Roof rail assembly (LH)
LG
9/ Nut
Seal washer €9 [@5.10 (0.52, 45.2) EG
M
’ ' & &L;/Seal washerQ FE
e
| Roof rail reinforcement (Front) %I | ©L
4 Stud bolt %
| MT
Seal washer(:)\@ig %
Bolt
2/ AT
Roof rail bracket 2 o
(Front LH)
Bolt Stud bolt &
N [@]5.10 (0.52, 45.2)
5.10 (0.52, 45.2
@ ( ) pd Q/Seal washer@
F;:;r;a” reinforcement T Roof rail bracket (Rear LH) P@
El : Nem (kg-m, in-Ib) Bolt\@w/@
| Nut
Q : Always replace after every disassembly. &‘B/lﬂ 5.10 (0.52, 45.2) PIIAB3ALE EA
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EXTERIOR

Stylish Guard Bar

REMOVAL — Stylish guard bar assembly

@ Remove nuts of guard bar (left).

@ Remove nuts of guard bar (right).
® Remove bolt of guard bar (right).

@ Remove stylish guard bar assembly.

Stylish guard bar (Non-disassembly)

SEC. 930
CAUTION: \
Cover side panel with a

protective tape to prevent it
from damage. ) bracket (RH)

S

1st bracket (LH)

Inner lobe hook

2nd bracket (RH)

8-10
(0.8 - 1.1, 70 - 95)

1st under plate (RH) v
Nut ! b P :
@8 - 10 /6% J.“‘\‘:'
(0.8-1.1, \ S
70 - 95) <
2nd under plate (RH)
Nut

—

.2nd bracket (LH)

1st\undelr plate (LH)+ N 0
~ R : ’:) m 8-10
Nt . B (08-14,
<8 -
[@]8-10(0.8-1.1,70-95) & 70 - 95)

Nyt 2nd under plate (LH) /@
[@]8-10(0.8-1.1,70-95)

P ’ /
[ : N-m (kg-m, in-Ib) [ \ .
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EXTERIOR

Side Step

REMOVAL — Side step assembly

Remove front kicking plate (left/right).
Remove rear kicking plate (left/right).
Remove dash side finisher (left/right).
Remove front seat (left/right).

Remove bolts of side step (front).
Remove bolts of side step (rear).
Remove bolts of side step (center).
Remove side step assembly.

©ROOEOE

Disconnect front seat belt harness connector (right).

Bolt
[C] 20.6 - 26.5
(2.1-2.7,

Front bracket | 16 - 19)

Center
bracket

End cap
(front upper)

Screw

Front cover

O] : Nem (kg-m, ft-Ib)

Bolt Bolt
[C] 20.6 - 26.5 [C] 20.6 - 26.5
(2.1 -2.7, (2.1-2.7,16 - 19)
16 - 19) |
1
Rear — T~ Bolt End cap
bracket | (rear upper)
Screw ! Nm\@lb
Rear cover 4 < Screw

I
1 1
|———=

Tube-type side step
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INTERIOR TRIM

Door Trim

REMOVAL — Door trim

Front door trim

@D Remove inside handle escutcheon. [}

@ Remove power window switch, then disconnect the connector.[E]
® Remove door armrest.[@d

@ Remove screw securing pull handle and remove pull handle.

® Remove bolt, screw and clip securing door finisher.

® Lift out door finisher.

Rear door trim

@ Remove inside handle escutcheon. [}
Remove screws securing door handle and remove door handle.
(© Lift out door finisher, then disconnect power window switch connector.
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INTERIOR TRIM

Door Trim (Cont'd)

! EM

®E\® g@ MA
|
<I=L
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INTERIOR TRIM

Door Trim (Cont'd)

—Ey

* Pry open with a
flat-bladed
screwdriver.

Hook

* Pry open with a
flat-bladed
screwdriver.

Metal clip

* Pry open with a
flat-bladed
screwdriver.
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